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PS2 Manual Speed Controller 
Device to provide manual motor speed control of PS2 systems  

The LORENTZ PS2 Manual Speed Controller allows adjustment of the maximum 

motor speed without using the PumpScanner App. To use the Manual Speed 

Controller, it is required to activate this function in the settings of PumpScanner 

during or before installation. 
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ORDER INFORMATION 

• Item no.: 19-000035 Product name: PS2 Manual Speed Controller 

FEATURES 

• Allows manual control of PS2 motor speed  

• Outdoor rated, installed in the housing of the controller  

TECHNICAL DATA 

• Voltage: 15-24 V DC 

• Enclosure class: IP65 

• Ambient temperature:  -ϯ8…ϱϬ °C (-ϯϲ… ϭϮϮ F) 

• Wire size: 2 x 0,75 mm²/18 AWG 

• Replaces Ø 20mm cable gland 

• Meets the requirements for CE 

• Please note that if ͞Manual Speed Controller͟ is coŶfigured theŶ ͞“et speed liŵitatioŶ͟ fuŶctioŶ 
is not available in PumpScanner.  

 

 

DIMENSION/WEIGHT 

• Packing dimension :  100 x 70 x 35 mm; 3.9 x 2.7 x 1.3 in 

• Total weight:   0.2 kg / 0.4 lbs 

 

  


